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Special Purpose Valves
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Model No. 10 SV
Weight 0.4 oz.
Flow rating Cv approx. 0.06

Standard Specifi cations
  

Features
• Machined brass bar stock
• Light weight Delrin® poppet
• Operating temperature: (0° to +180° F)
• Buna-N O'Ring seals
• Operating pressure: 10 to 150 psi

Shuttle Valves

Check Valves

Options
• Viton® O-Ring Seals
  (for media compatibility); Specify Suffi x -V

Model No. 18 SV
Weight 1.4 oz.
Flow rating Cv approx. 0.34

Model No. (Cracking Pressure) 
18CV. . . . . (without spring 0.3 psi Max.)
18CVS  . . . . . .(with spring 10 psi Max.)
Weight 0.5 oz.
Flow rating Cv = 0.1

Features
• Machined brass bar stock
• Brass poppet
• Buna-N O'Ring seals (–30° to +250° F)
• Available with or without spring
• Operating pressure: 150 psi max.

Options
• Viton® O-Ring Seals
   (-15° to +400° F); Specify Suffi x -V
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Model No. (Cracking Pressure) 
14CV. . . . . (without spring 0.3 psi Max.)
14CVS  . . . . . .(with spring 10 psi Max.)
Weight 0.8 oz.
Flow rating Cv = 0.4
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