
N U
Catalog No./ (S) Damping
Model C D F L S V W X Stroke Direction

in. in. in. in. in. in. in. in. in. in. in. in.
(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm)

ADA 505 1.06 .31 6.87 7.81 .251 1.25 .500 .25 .563 .375 2
T, C or T and C

ADA 505M (27,0) (8,0) (173,0) (200) (6,0) (31,8) (12,7) (6,3) (14,2) (9,5) (50,0)

ADA 510 1.06 .31 8.87 9.81 .251 1.25 .500 .25 .563 .375 4
T, C or T and C

ADA 510M (27,0) (8,0) (224,0) (250) (6,0) (31,8) (12,7) (6,3) (14,2) (9,5) (100,0)

ADA 515 1.06 .31 10.87 11.81 .251 1.25 .500 .25 .563 .375 6
T, C or T and C

ADA 515M (27,0) (8,0) (275,0) (300) (6,0) (31,8) (12,7) (6,3) (14,2) (9,5) (150,0)

ADA 520 1.06 .31 12.87 13.81 12.87 1.25 .500 .25 .563 .375 8
T, C or T and C

ADA 520M (27,0) (8,0) (325,0) (350) (6,0) (31,8) (12,7) (6,3) (14,2) (9,5) (200,0)

ADA 525 1.06 .31 14.87 15.81 .251 1.25 .500 .25 .563 .375 10
T, C or T and C

ADA 525M (27,0) (8,0) (376,0) (400) (6,0) (31,8) (12,7) (6,3) (14,2) (9,5) (250,0)
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Rate Controls
ADA Series
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Technical Data

ADA

+.005/-.000
+0,13/-0,00

+.000/-.010
+0,00/-0,381

ADA 505 ➞ ADA 525 Series

(FD)
Bore (S) Max. Propelling Force (ETC) Model

Catalog No./ Damping Size Stroke Extension Compression Max. Weight
Model Direction in. in. lbs. lbs. in.-lbs./hour lbs.

(mm) (mm) (N) (N) (Nm/hr) (Kg)
ADA 505

T, C or T and C
.63 2 450 450 650,000 0.68

ADA 505M (16,0) (50,0) (2 000) (2 000) (73 450) (0,3)

ADA 510
T, C or T and C

.63 4 450 375 850,000 0.80

ADA 510M (16,0) (100,0) (2 000) (1 670) (96 050) (0,372)

ADA 515
T, C or T and C

.63 6 450 300 1,050,000 1.0

ADA 515M (16,0) (150,0) (2 000) (1 335) (118 650) (0,445)

ADA 520
T, C or T and C

.63 8 450 200 1,250,000 1.1

ADA 520M (16,0) (200,0) (2 000) (900) (141 250) (0,520)
ADA 525

T, C or T and C
.63 10 450 125 1,450,000 1.3

ADA 525M (16,0) (250) (2 000) (550) (163 850) (0,590)

L + STROKE

L

W

X

W

X

ØN

ØN

F

F

V

V

U

U

ØD

ØD

ØN

ØN

ØU

ØU

C

C

ØS

ØS
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1.56

TENSION ADJUSTMENT LOCATION
Ø.55
(Ø14) 

.47

Ø1.78

.47

THREAD CONNECTION THREAD CONNECTION

COMPRESSION ADJUSTMENT
LOCATION

B STROKE

.500 ±.005

Ø.69 

Ø.3750 +.0025
–.0005

3/8 – 24 UNF

1.56

H

K*

H

K*

Ø.69

Ø.3750 +.0025
–.0005

3/8 – 24 UNF

.500 ±.005

1.63

1.63

(Ø18) ( Ø18)A

1.63

1.63

.91.91
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Rate Controls
ADA Series

Technical Data

ADA

*Notes: 1. The maximum load capacity for mounting option K and D is 650 lbs.
2. The maximum load capacity for mounting option K and D is 1 600 N

ADA 705 ➞ ADA 735 Series

Bore (S)
(FD) Max. Propelling Force (ETC) Model

Catalog No./ Damping Size Stroke Tension Compression Max Weight A B
Model Direction in. in. lbs. lbs. in.-lbs./hour lbs. in. in.

(mm) (mm) (N) (N) (Nm/hr) (Kg) (mm) (mm)

ADA 705 T, C or T and C
.98 2 2,500 2,500 1,100,000 3.5 9.35 7.10

(25) (50,0) (11 000) (11 000) (129 000) (1,6) (237) (180)

ADA 710 T, C or T and C
.98 4 2,500 2,500 1,400,000 4.4 13.35 9.10

(25) (100,0) (11 000) (11 000) (168 000) (2,0) (339) (231)

ADA 715 T, C or T and C
.98 6 2,500 2,500 1,800,000 5.1 17.35 11.10

(25) (150,0) (11 000) (11 000) (206 000) (2,3) (441) (282)

ADA 720 T, C or T and C
.98 8 2,500 2,500 2,100,000 5.7 21.30 13.10

(25) (200,0) (11 000) (11 000) (247 000) (2,6) (541) (332)

ADA 725 T, C or T and C
.98 10 2,500 2,500 2,500,000 6.4 25.30 15.10

(25) (250,0) (11 000) (11 000) (286 000) (2,9) (643) (383)

ADA 730 T, C or T and C
.98 12 2,500 2,500 2,800,000 7.1 29.35 17.10

(25) (300,0) (11 000) (11 000) (326 000) (3,2) (745) (434)

ADA 735 T, C or T and C
.98 14 2,500 2,500 3,200,000 7.9 33.35 19.10

(25) (350,0) (11 000) (11 000) (366 000) (3,6) (847) (485)

A A

C

D*

B B

C

D*

8.1
SW=10

Ø18

27

Ø10 H7

SW=10 SW=10 27

Ø18

8.1
SW=10

Ø10 H7

43 43

(14) 14

Ø10 H9 Ø10 H9

10

20 20

10

4040

� 20 � 20

35 35

M10 M10

20 20

1616

IMPERIAL

METRIC
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1.56

TENSION ADJUSTMENT LOCATION
Ø.55
(Ø14) 

.47

Ø1.78

.47

THREAD CONNECTION THREAD CONNECTION

COMPRESSION ADJUSTMENT
LOCATION

B STROKE

.500 ±.005

Ø.69 

Ø.3750 +.0025
–.0005

3/8 – 24 UNF

1.56

H

K*

H

K*

Ø.69

Ø.3750 +.0025
–.0005

3/8 – 24 UNF

.500 ±.005

1.63

1.63

(Ø18) ( Ø18)A

1.63

1.63

.91.91

A A

C

D*

B B

C

D*

8.1
SW=10

Ø18

27

Ø10 H7

SW=10 SW=10 27

Ø18

8.1
SW=10

Ø10 H7

43 43

(14) 14

Ø10 H9 Ø10 H9

10

20 20

10

4040

� 20 � 20

35 35

M10 M10

20 20

1616

IMPERIAL

METRIC
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Technical Data

ADA

ADA 740 ➞ ADA 780 Series

*Notes: 1. The maximum load capacity for mounting option for K and D is 650 lbs. 2. The maximum load capacity for mounting option for K and D is 1 600 N.

Bore (S) (FD) Max. Propelling Force (ETC) Model
Catalog No./ Damping Size Stroke Tension Compression Max Weight A B
Model Direction in. in. lbs. lbs. in.-lbs./hour lbs. in. in.

(mm) (mm) (N) (N) (Nm/hr) (Kg) (mm) (mm)

ADA 740 T, C or T and C
.98 16 2,500 2,500 3,500,000 8.6 37.30 21.10

(25,0) (400) (11 000) (11 000) (405 000) (3,9) (947) (535)

ADA 745 T, C or T and C
.98 18 2,500 2,000 3,900,000 9.3 41.30 23.10

(25,0) (450) (11 000) (8 800) (444 000) (4,2) (1 049) (586)

ADA 750 T, C or T and C
.98 20 2,500 1,700 4,200,000 9.9 45.30 25.10

(25,0) (500) (11 000) (7 500) (484 000) (4,5) (1 151) (637)

ADA 755 T, C or T and C
.98 22 2,500 1,400 4,600,000 10.6 49.35 27.10

(25,0) (550) (11 000) (6 200) (524 000) (4,8) (1 253) (688)

ADA 760 T, C or T and C
.98 24 2,500 1,200 4,900,000 11.5 53.35 29.10

(25,0) (600) (11 000) (5 300) (563 000) (5,2) (1 355) (739)

ADA 765 T, C or T and C
.98 26 2,500 1,000 5,300,000 12.1 57.35 31.10

(25,0) (650) (11 000) (4 500) (603 000) (5,5) (1 457) (790)

ADA 770 T, C or T and C
.98 28 2,500 900 5,600,000 12.8 61.30 33.10

(25,0) (700) (11 000) (4 000) (642 000) (5,8) (1 557) (840)

ADA 775 T, C or T and C
.98 30 2,500 800 6,000,000 13.4 65.30 35.10

(25,0) (750) (11 000) (3 500) (681 000) (6,1) (1 659) (891)

ADA 780 T, C or T and C
.98 32 2,500 700 6,300,000 14.3 69.35 37.10

(25,0) (800) (11 000) (3 100) (721 000) (6,5) (1 761) (942)

Project1-RevB_BP_ITT_2012_revB:Project1-RevB_BP  10/11/18  2:13 PM  Page 103



104

R
a

te
 C

o
n

tro
ls

www.enidine.com Email: industrialsales@enidine.com Tel.: 1-800-852-8508 Fax: 1-716-662-0406

Rate Controls
ADA Series

Accessories

ADA

Catalog No. Part Number Accessory Description LA in. (mm) Weight oz. (g)

RAC48 1K495748 Remote Adjustment Cable 48 (1220) 7 (191)

RAC4957 AJ4957325 Adjustable Cartridge

NAC “x” NJ“x”4957327 Non-Adjustable Cartridge (0-6)

CW4957 2L4957302 Cartridge Wrench

FFP4957 PA4957326 Free Flow Plug

ITT Enidine will custom fit a remote adjustment cable for applications
where the ADA unit will be mounted in non-accessible locations.
Contact ITT Enidine for more information.

Standard remote adjustment cable length is 48" (1220 mm). Optional lengths available upon request.
Note: Remote adjustment cable can be used in a single position only.

“x” specify desired setting “0-6”.  May be used in place of adjustable cartridge.

Provides least amount of damping force for ADA Models.

LA

For installing adjustable and non-adjustable cartridges.

Adjustable Cartridge Non-Adjustable CartridgeFree Flow Plug

Note: If rotary application, please complete application worksheet on page 104 and forward to Enidine.

Remote Adjustment Cable for ADA 500 Series

Notes
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