paths (ie: pressure one side-
vacuum on the other)

® Aluminum with black .
anodizing for corrosion resist- Product Information
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% Port Options Section 1
Input Gauge Port
E ® 1/4 NPT (F) R
® 3/8 NPT (F) %
= .
o E Section 2
-~ Output Gauge Port
v ® 1/8 NPT (F)
(8] ® 1/4 NPT (F N3<
o (F) oo ‘ M
S e Two separate manifolds in
= one block
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¢ @ Two independent flow Section 1 B
Q
|
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= ance and appearance 1/4 NPT (F) Input x 1/8 NPT (F) Outout
: T Part Ports per NPT
= ® Mounting versatility Number SecttonA B C D E F G H J K M R

DA10-125-22 2 1/8 1/4 1.00 .50 .75 1.50 .17 3.25 .70 .50 .87 .15
DA10-125-33 3 1/8 1/4 1.00 .50 .75 3.00 .17 4.75 .70 .50 .87 .15
Cross Section DA10-125-44 4 1/8 1/4 1.00 .50 .75 4.50 .17 6.25 .70 .50 .87 .15

Part Number DA10-125-55 5 1/8 1/4 1.00 .50 .75 6.00 .17 7.75 .70 .50 .87 .15
DA*_*

Port Configuration

3/8 NPT (F) Input x 1/4 NPT (F) Output

, Ol l_ DA20-250-22 2 1/4 3/8 1.25 .62 .87 1.75 .20 3.87 .89 .62 1.06 .18
i S '—'><' -—--—--—--—7T DA20-250-33 3 1/4 3/8 1.25 .62 .87 3.50 .20 5.62 .89 .62 1.06 .18
O DA20-250-44 4 1/4 3/8 1.25 .62 .87 5.25 .20 7.37 .89 .62 1.06 .18

DA20-250-55 5 1/4 3/8 1.25 .62 .87 7.00 .20 9.12 .89 .62 1.06 .18
® Measurements in inches

A variety of custom manifolds Custom Products _
have been designed by

Pneumadyne. "I

Features include:

1 Large mounting hole for
shaft mounting by set screw

2 Junction for eighteen
output ports

3 Push-to-connect fittings

4 Designed to accommodate
customer’s solenoid valves

5 Eliminates the need for
thirty tee fittings

6 Brass manifold

7 Accommodates a fifth
output port
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